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ADVANCED 5-PIECE HOIST SYSTEM

WORKING AT HEIGHT SYSTEMS & KITS

© OVERVIEW

The Advanced Series Hoist Systems are designed for
manhole and confined space entry/retrieval
applications. These units are constructed of
lightweight materials including high-strength
aluminium. The Davit pivots for ease of rescue and
has a limited adjustment for overhead clearance
restrictions. The lower base adjusts to fit most
standard entries. Many other bases are available.
Options include lower masts to match overall height
requirements.

© FEATURES

0 Designed For Manhole and Confined Space
Entry/Retrieval Applications

0 Constructed From Lightweight Materials Including
High-Strength Aluminium

O Davit Pivots for Ease of Rescue and Limited
Adjustment for Overhead Clearance Restrictions

O Lower Base Adjusts To Fit Most Standard Entries

0O Many Other Bases Are Available

0 Options Include Lower Masts to Match Overall Height
Requirements
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© PRODUCT SPECIFICATIONS
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Q Includes 11 1/2" (292mm) - 27 1/2" (698.5mm)
0 Adjustable Offset Upper Mast

0 33" (838mm) Lightweight Lower Mast

O 3-Piece Lightweight Base

a Note: Winch Not Included

O Weight: 100 Ibs (45.5 Kg)
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Q Includes 23 1/2" (597mm) - 42 1/2" (1079.5mm)
0 Adjustable Offset Upper Mast

0 33" (838mm) Lightweight Lower Mast

O 3-Piece Lightweight Base

Q Includes Winch Mount Brackets

O Note: Winch Not Included

Q Weight: 137.5 Ibs (62.3 Kg)

70" to 97" _— ..
(1778 mm to 2464 mm)
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